20040304.ba v03_n613.bam.20040304 


>From ???@??? Thu Mar 4 10:32:28 2004 -0600 

Message-Id: <200403041632 .i24GW5m0011193@sco.theporch. com> 
Date: Thu, 4 Mar 2004 10:31:35 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3613 


BOATANCHORS Digest 3613 
Topics covered in this issue include: 


1) Can't get crystal to oscillate (BC-221) 
by Charles <charlesmorris@direcway.com> 
2) Re: Can't get crystal to oscillate (BC-221) 
by Bob Roehrig <broehrig@aurora.edu> 
3) Re: Neutralization with no power applied 
by "JAMES HANLON" <knjhanlon@msn.com> 
4) D-104 
by Jderm740@aol.com 
5) Re: D-104 
by Tom Norris <r39Qa@bellsouth.net> 
6) ADMINISTRIVIA: Buying and Selling Guidelines 
by listown@nanniandjack.com (Mail List Owner) 
7) For sale: Tuning unit "F" for GP-7 WW II xmtr. 
by Meyer Gottesman <wrecktech@yahoo.com> 
8) Re: Can't get crystal to oscillate (BC-221) 
by "Arden Allen" <gumbear@pacbell.net> 
9) RE: AN/TXC-1 
by "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
10) weekend junk finds 
by "Ed Zeranski" <ezeran@concentric.net> 
11) Re: weekend junk finds 
by "Arden Allen" <gumbear@pacbell.net> 
12) Re: weekend junk finds 
by "Ed Zeranski" <ezeran@concentric.net> 
13) Re: weekend junk finds 
by "Arden Allen" <gumbear@pacbell.net> 
14) Gee, why doesn't NASA think of things like this??? 
by "Arden Allen" <gumbear@pacbell.net> 
15) Re: weekend junk finds 
by Tom Norris <r390a@bellsouth.net> 
16) Re: Gee, why doesn't NASA think of things like this??? 
by Tom Norris <r390a@bellsouth.net> 
17) Re: Gee, why doesn't NASA think of things like this??? 
by "Ken Hickman" <n5cm@rtconline.com> 
18) Riley Hollingsworth will be our guest speaker 


by "Edward J White" <wa3bzt@verizon.net> 
19) Winterfest report / Signal Shifter EX 

by Mike Steussy - AE4R <ae4r@erols.com> 
20) Wilcox 99A/C transmitter 

by Charles T Preston <k4ljh@juno.com> 
21) 6X5 THREAD 

by JOHN.SEHRING@ecunet.org 
22) Re: 6X5 THREAD 

by "Ken Hickman" <n5cm@rtconline.com> 


Date: Mon, 01 Mar 2004 08:15:01 -0600 

From: Charles <charlesmorris@direcway .com> 

Subject: Can't get crystal to oscillate (BC-221) 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <btg640tss4dokk66v5bhu2h5d33vtobgj9@4ax.com> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7BIT 


I am trying to get the 1 Mc. crystal oscillator to function in my 
BC-221T. It's been a long time since I had any tube circuits on 
the bench, so any hints would be appreciated. 


The 935 uh inductor (to the plate of the 6K8 triode section) was 
damaged/bad and I don't have an exact replacement. How critical is 
this value? 


After a little research I thought that this oscillator was a TGTP 
design, fed through the plate-grid capacitance, but there is no 
tuning element in the plate circuit (unless the inductor is 
self-resonant at 1 Mc)? Is that why the odd value? 


Also, the control grid, to which the crystal is connected with its 
tuning cap and 1 meg gridleak, in both the mixer and the triode 
sections of the 6K8 are internally connected. So what circuit do I 
really have here? 


I have tried a different 6K8. Voltages appear to be good. Applying 
a small amount of 1 Mc. external signal to the grid results in 
proper mixing, and there is a very sharp dip in amplitude with the 
crystal in its socket as the function generator is tuned exactly 
through 1.000 Mc. 


thanks 
Charles 


Date: Mon, 1 Mar 2004 08:20:37 -0600 (CST) 

From: Bob Roehrig <broehrig@aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Can't get crystal to oscillate (BC-221) 

Message-ID: <Pine.OSF.4.58.0403010819260.165846@mail.aurora.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Mon, 1 Mar 2004, Charles wrote: 


> I am trying to get the 1 Mc. crystal oscillator to function in my 
> BC-221T. It's been a long time since I had any tube circuits on 
> the bench, so any hints would be appreciated. 


It's been quite a while since I have been into a 221 but I have run across 
several units that the crystal itself was bad. You might try the crystal 
in a "standard" breadboard circuit and see if it works. 


Bob Roehrig 
Aurora University Telecom/IS dept. 
broehrig@aurora.edu 73 de K9EUI 
630-844-4898 fax 630-844-4222 


From: "JAMES HANLON" <knjhanlon@msn. com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Neutralization with no power applied 

Date: Mon, 1 Mar 2004 09:48:24 -0700 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_0091_01C3FF72.57267A80" 

Message-ID: <BAY4-DAV122HmomgewZ0000455b@hotmail . com> 


This is a multi-part message in MIME format. 


ae eoes =_NextPart_000_0091_01C3FF72.57267A80 

Content-Type: text/plain; 
charset="iso-8859-1" 

Content-Transfer-Encoding: quoted-printable 


This is the more traditional method for neutralizing an amplifier. I = 
was going to reply along these lines, but Sandy has covered it well. I = 
would add that an oscilloscope can be used as an output indicator if it = 
has sufficient frequency response to see the RF signal. Folks also used = 
low power flashlight or panel light bulbs back in the good old days. =20 


After you are through making the neutralization adjustments and you = 
power up the amplifier, when you tune the plate circuit through = 
resonance as indicated by a dip in plate current, you should see a peak 
in grid current that coincides with the dip in plate current. If the = 
peak and dip do not occur at the same setting of the plate capacitor, = 
you might try some fine tweaking on the neutralizing capacitor until = 
this occurs. =20 


By the way, if you have a skiddish beam power tetrode like an 807, ina 
plug-in coil setup and you want to neutralize it, you should consider = 
"link neutralization." I wrote up a link neutralized Lettine 240 in ER 
last year. It's a lot easier to implement than traditional capacitive 
neutralization if you don't already have a source of out-of-phase = 
voltage available. 


73, 


Jim, W8KGI 


eases Original Message -----=20 

From: Sandy W5TVW<mailto:ebjr@i-55.com>=20 

To: Old Tube Radios<mailto:boatanchors@theporch.com>=20 
Sent: Sunday, February 29, 2004 2:24 PM 

Subject: Re: Neutralization with no power applied 


Normally, drive is applied to the amplifier being neutralized. =20 

Amplifier heater or filament should be lit, but NO screen or plate = 
volts=20 

should be applied. Grid circuit tuned for max grid current. 

With a detector coupled to plate tank circuit, tune tank for maximum 

Signal. Adjust neutralizing capacitor for minimum signal or 

a "null". Repeat with grid tuning, plate tuning and neutralizing 

capacitor until no improvement can be made. 


In the case of push-pull amplifier, adjust both neutralizing caps 
in small increments, keeping both capacitors meshed about the=20 
same amount until no improvement can be made. 


If you are using a Pi-Network "tank" circuit, terminate it in 
the "usual" load (50 or 75 ohms usually). =20 


If you have a sensitive RF voltmeter, connect it across the terminated 


amplifier's output jack and use this as your output indicator. 


73, 


Sandy W5TVW 

eis Original Message -----=20 

From: "Bob Kemp" <bkemp@bobkemp.com<mailto:bkemp@bobkemp.com>> 

To: "Old Tube Radios" = 
<boatanchors@theporch.com<mailto:boatanchors@theporch.com>> 

Sent: Saturday, February 28, 2004 10:05 PM 

Subject: Neutralization with no power applied 


| What was the steps to neutralize a transmitter without it being = 
powered on.? 

| A number of years back I recall reading about it....I think it = 
involved 

| hooking your receiver up to the transmitter someway and tuning for a = 
null 

| !??? Just don't recall. 

| Bob. 


Saas = =_NextPart_000_0091_01C3FF72 .57267A80 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KR KK KK KK KK KK KK KK KK KK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KKK KK KK KK KK KK KK KKK KKK KK 


+ + + FF FF OF 
+ + + FF HF FH OF 


aso =_NextPart_000_0091_01C3FF72.57267A80- - 


From: Jderm740@aol.com 

Message-ID: <19b.213c3133.2d74e119@aol.com> 
Date: Mon, 1 Mar 2004 13:55:21 EST 

Subject: D-104 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_19b.213c3133.2d74e119_boundary" 


--part1_19b.213c3133.2d74e119_boundary 
Content-Type: text/plain; charset="US-ASCII" 


Content-Transfer-Encoding: 7bit 


Thanks for the help. Today we discovered the seller had made a mistake and 
put the wrong baseplate on the mike. He also had a D-104 Eagle for his son's CB 
unit. Talked to him today and we are going to swap plates. 


Tried BAMA but couldn't open anything on that site. Must be an error in what 

I typed or they are closed for quarter finals. Also one gentleman sent me a 
download in a language XP doesn't understand. I don't know how many members use 
XP but I find it isn't Bill's best effort. Constant patches being sent to 
correct things that should have been fixed before it left the barn. 


Jack KB1IJP 
--part1_19b.213c3133.2d74e119_boundary 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KR KK KKK KK KKK KKK KK KKK KKK KK KKK 
* ---REMAINDER OF MESSAGE TRUNCATED--- * 

* This post contains a forbidden message format * 

* (such as an attached file, a v-card, HTML formatting) x 

* Mail Lists at theporch.com only accept PLAIN TEXT * 

x If your postings display this message your mail program x 

* is not set to send PLAIN TEXT ONLY and needs adjusting x 
KK KR KK KKK KK KK KK KKK KKK KK KK KK KKK 
--part1_19b.213c3133.2d74e119_boundary - - 

Mime-Version: 1.0 

Message-Id: <p06020408bc693aadec19@[10.0.1.2]> 

Date: Mon, 1 Mar 2004 13:09:24 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Tom Norris <r390a@bellsouth.net> 

Subject: Re: D-104 

Cc: boatanchors@theporch.com 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Jack (and the group), also take a look here -- 
http: //www.qsl.net/wa2mz£/d104.htm1 


bunch of scanned pages someone has up. Not the best in the world, 
but quite useable. 


Tom 


Message-Id: <200403011915 .i21JF0Ca013580@o0sr506.nanniandjack.com> 
From: listown@nanniandjack.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Buying and Selling Guidelines 

Date: Mon, 1 Mar 2004 11:15:00 -0800 (PST) 


Gang- 


This periodic posting is intended as a gentle nudge and suggestion 
which should improve the quality of posts to the BoatAnchors list, and 
maintain our excellent (and high) signal to noise ratio... 


The list culture has developed to include "for sale" and "wanted" 
posts. Originally, all buying and selling traffic was focused on 
finding parts to complete a restoration. As the list has evolved, 
there has been an increase in buying and selling activity, which 
may not be all bad. 


There is, however, a real need to observe certain conventions, lest 
this otherwise benign activity turn into a real disturbance to the 
real purpose of the list: discussions of radio equipment using 
vacuum tubes, including the life and times of the designers and 
users of such gear. 


Please observe these guidelines: 


There is never a reason for an auction post or update on the 
Boatanchors List... comments about gear at auction elsewhere are noise, 
and those who would care already visit the auction sites, 

and those who do not frequent the auctions do not want to hear 

about it... simple policy -- keep this off the list! 


1) LIMIT the frequency of for sale postings... once a month is a 
good starting point 


2) DO NOT post endless "xxx is sold" to the entire list... you offered 
it for sale, and it is not considerate of list resources (which 
include the time and energy of the other list members) to burden 
the list with these senseless notices. Use direct email to those 
who responded, or, if you don't want to answer them personally, 
just don't use the list to advertise them for sale! 


3) AVOID even the mere faint appearance that you are posting items 
for sale as a regular adjunct to your business dealings. This has 
become more of a problem lately with some long lists showing up 
regularly on the main list, or with dealers who appear to be using 


the list for their personal advertising advantage. Failure to 
observe these basics *will* result in banishment from the list -- 
just don't do it! When even a shadow of doubt creeps in, read the 
"Welcome" message again... it spells it out! 


4) DO be considerate of those on the list in your for sale or wanted 
postings. Keep them short, infrequent, and ONLY include items 
specifically appropriate to the list -- NO solid state gear is 
obvious, but try to avoid pushing the envelope in any area. 


5) LONG lists and estate offerings should be sent to me at: 
listown@nanniandjack.com 
so they may be uploaded to the archives for email, web, or ftp retrieval. 


6) We now have a web page up. Go to: 

http://www. theporch.com 
and follow the "ListProc Web Interface" Link to get registered 
and use the web interface, which allows searching of previous 
articles and the archived text files. 


Thanks for your understanding and help in making the boatanchors list 
have the highest signal to noise on the InterNet. 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Mon Mar 1 11:15:00 PST 2004 


Message-ID: <20040301194821.37698.qmail@web10005.mail.yahoo.com> 
Date: Mon, 1 Mar 2004 11:48:21 -0800 (PST) 

From: Meyer Gottesman <wrecktech@yahoo. com> 

Subject: For sale: Tuning unit "F" for GP-7 WW II xmtr. 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 


For sale: 
One "rare bird"!! Tuning unit "F" for WwW II Navy GP-7 
transmitter. This is the TU that cover 40 meter ham 


band and is extremely scarce! In perfect condition. 


$100.00 plus shipping/packing FOB Warner Robins, 
Georgia, USA. 


Personal checks welcome and do not cause a delay. 


Tel: (478)741-1710 in Macon, GA. 
73, 


Meyer Gottesman, W6GIV 


Do you Yahoo!? 
Get better spam protection with Yahoo! Mail. 
http: //antispam. yahoo.com/tools 


Message-ID: <0Q01201c3ffcc$656ed740$fae47443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Can't get crystal to oscillate (BC-221) 
Date: Mon, 1 Mar 2004 12:32:57 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Have you tried any other xtals? May be micro-fractured xtal that finally 
died. 


Arden Allen 
KB6NAX 


content-class: urn:content-classes:message 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 
Subject: RE: AN/TXC-1 
Date: Mon, 1 Mar 2004 16:24:48 -0600 
Message-ID: <42ECC21B33DFF245BAFAF57274BA5CE5016EC141@stpmse04.stp.guidant 
From: "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


I had to think for a moment because that sounded so familar. I used the 
TXC-1 facsimile machine on the USS Duluth during the Viet Nam war around = 
1973. That was one cool machine. Paper turning, little wisps of white 
smoke rising, the creak of the radio signal,noise of the drum turning. = 
Way cool. I copied quite a few wefax on it. I was using an R1051 = 
receiver as well. We didn't have a single R-390 on board that I can = 
recall. Oh Geez, the R-390 guys are upset now :)))))) 


- com> 


73, Scott WAQIWFA 
http: //www.qsl.net/wa9wfa 


Message-ID: <0Q03d01c4000a$c2802ef0$2368ee42@ejz> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: weekend junk finds 
Date: Mon, 1 Mar 2004 19:59:25 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Folks, 


I went to a car swap meet looking for parts for 1962 Volvo PV-544 
restoration. But, being a dummy, I came home with no car parts just an 
HQ-120($20), Simpson Cap checker($5), and an AN/USM-24C O'scope ($5). I want 
to get the 24 dialed in to donate to LST-325 with test equipment for their 
summer cruise. I was going to send an HP-180A but the 24C is more "Navy". 
Any "gotchas" dealing with 24C?? 


The other bits going to the LST are URM-25F, TS-352, OE-12. You folks 
want to pony up some gear? Last year I sent them a complete TCS-12 with 931b 
power supply, and RAL with power supply and control box. The ship is heading 
up the East Coast this summer. 


EdZ 


Message-ID: <004201c40010$6cc91250$79e57443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: weekend junk finds 
Date: Mon, 1 Mar 2004 20:39:57 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Shake ea and an AN/USM-24C O'scope ($5). ....... \ 


Ain't that the one with the 3 inch CRT and non-triggered sweep? The one 
that everone loved to hate until you really needed a scope? 


Arden Allen 
KB6NAX 


Message-ID: <010101c40011$cebdb640$2368ee42@ejz> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: weekend junk finds 
Date: Mon, 1 Mar 2004 20:49:53 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


It looks like steroid version of the detested OS-8. I haven't fired it up 
yet but the guy who sold it said it worked and said he had it since the late 
‘60s. He was an Viet era AF tech and many year since electronic hobbyist. 
Puny CRT is right. 


Ain't that the one with the 3 inch CRT and non-triggered sweep? The one 
that everone loved to hate until you really needed a scope? 


Arden Allen 
KB6NAX 


VVVV VV VV 


Message-ID: <000e01c40026$2cd54c70$d1e57443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: weekend junk finds 
Date: Mon, 1 Mar 2004 23:15:37 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


> It looks like steroid version of the detested OS-8. ...... 


The USM-24C was foisted on me to use to repair ARC-27's back in my Navy 
days. Yuk! I stumbled across a neglected Tek 531A which I adopted, added 
RF coupling to a vertical plate and life was great thereafter. Sorry I'm 
not being reverencial to the mil guys. 


Arden Allen 
KB6NAX 


Message-ID: <000e01c40034$c4075210$6ae47443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Gee, why doesn't NASA think of things like this??? 
Date: Tue, 2 Mar 2004 01:00:05 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


http: //cgi.audiogon.com/cgi-bin/auc.pl?cablpowr&1078281072 


Arden Allen 
KB6NAX 


Mime-Version: 1.0 

Message-Id: <p06020419bc6a3b0901ad@[10.0.1.2]> 

Date: Tue, 2 Mar 2004 07:24:09 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Tom Norris <r390a@bellsouth.net> 

Subject: Re: weekend junk finds 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Dunno about being reverential about that scope. Used to 
have a couple. I think I took the power transformer out 

on both of them by simply turning it off and on too quickly! 
(I seem to remember the transformer taking up about 

a quarter of the inside of the scope ) 


tom 


> > It looks like steroid version of the detested OS-8. ...... 

> 

>The USM-24C was foisted on me to use to repair ARC-27's back in my Navy 
>days. Yuk! I stumbled across a neglected Tek 531A which I adopted, added 
>RF coupling to a vertical plate and life was great thereafter. Sorry I'm 
>not being reverencial to the mil guys. 

> 

>Arden Allen 

>KB6NAX 


Mime-Version: 1.0 

Message-Id: <p0602041abc6a3e71cdfc@[10.0.1.2]> 
Date: Tue, 2 Mar 2004 07:40:46 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Tom Norris <r390a@bellsouth.net> 


Subject: Re: Gee, why doesn't NASA think of things like this??? 
Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


That is scary. We have a regular discussion of audio snake oil 
on the glowbugs list. Power cords were one of the topics I 
brought up a while ago. Notice the most-important audiophile 
term in the description - "oxygen-free." 


If you want a real laugh, do a web search for mpinga disks. 
magical things about 3 inches around that, by simply placing 
them in the room, magically alters the "emotional color" and 
"“warmness" of the music.... feh. A set of six plus the proper 
consulting on where to place them is about three times the 
cost of that magic power cord. 


Tom 


>http://cgi.audiogon.com/cgi-bin/auc.p1l?cablpowr&1078281072 
> 

>Arden Allen 

>KB6NAX 


Message-ID: <000c01c4005e$742dc920$414e9844@de114100> 
From: "Ken Hickman" <nScm@rtconline.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Gee, why doesn't NASA think of things like this??? 
Date: Tue, 2 Mar 2004 07:58:34 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Tom & Gang, 


P.T. Barnum of Barnum & Baily Circus of yesteryear made 
the statement: "There is a sucker born every minute".... 
Ox words to that effect! How true, how true! 


Ken....N5CM.... 


Sarat Original Message ----- 

From: "Tom Norris" <r390a@bellsouth.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 

Sent: Tuesday, March 02, 2004 7:40 AM 

Subject: Re: Gee, why doesn't NASA think of things like this??? 


That is scary. We have a regular discussion of audio snake oil 
on the glowbugs list. Power cords were one of the topics I 
brought up a while ago. Notice the most-important audiophile 
term in the description - "oxygen-free." 


If you want a real laugh, do a web search for mpinga disks. 
magical things about 3 inches around that, by simply placing 
them in the room, magically alters the "emotional color" and 
"warmness" of the music.... feh. A set of six plus the proper 
consulting on where to place them is about three times the 
cost of that magic power cord. 


Tom 


>http://cgi.audiogon.com/cgi-bin/auc.pl?cablpowr&1078281072 
> 

>Arden Allen 

>KB6NAX 


VVVV VV VV VV VV VV VV VV VV 


Message-ID: <001201c40068$46ad£1a0$6401a8cO@wa3bzt> 
From: “Edward J White" <wa3bzt@verizon.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Riley Hollingsworth will be our guest speaker 
Date: Tue, 2 Mar 2004 10:08:51 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Gang, 


Riley Hollingsworth will be our guest speaker at the First State Amateur 
Radio Club meeting this month - March 25 at (8:PM) in Newark Delaware, Get 
the word out to everybody, we all have issues we like to hear and talk about 
like BPL and anything else the FCC has comming down for Amateur Radio. We 
encurage other clubs to attend. 


Directions follow: 


The First State Amateur Radio Club meets the fourth Thursday of every month 
at 

8 PM in the Conectiv corporate data center, Wakefield Drive, Newark, 
Delaware. 


A 15-minute informal fellowship period (7:45-8:00) precedes the meeting 
sometimes. To get to the data center from I-95, take Route 273 south to 
the 

University Plaza shopping center. Turn right onto Chapman Road. After 0.4 
miles, turn left onto Wakefield Dr. After about 1/4 mile, turn left, before 
the three flag poles, into the data center building parking lot. The 
building 

you want is facing you after you turn left at the poles. The lot is 
semicircular with a man-made pond in the center. Enter the building and ask 
the guard for directions to the radio club meeting. In the months of 
November 

and December, the meetings are on the third Thursday to avoid a conflict 
with 

the holidays. 


Spread the work. 
Smoke rings, Scotty W3URR 


Ed White WA3BZT 


Message-ID: <404527C6.1030506@erols.com> 

Date: Tue, 02 Mar 2004 19:33:10 -0500 

From: Mike Steussy - AE4R <ae4r@erols.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Winterfest report / Signal Shifter EX 
Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Ahoy! The Vienna Wireless Society's annual Winterfest at the Annandale 
campus of the Northern Virginia Community College was a big success this 
past Sunday. Beautiful spring weather, better than we ever expect in 
February, was a big factor. As usual for this hamfest, a good number of 
boatanchors changed hands or at least appeared for sale. IMHO, the most 
unusual ones were on the club's consignment table, which featured two 
Hallicrafters HT-17 transmitters and an S-38 receiver. We also had two 
Heath SB-303s and a sweep tube linear. Around midday, I saw a guy 
lugging what looked like two WWII BC-612 receivers out to the parking 
lot. There were lots of nifty parts, little projects, magazines, etc., 
and the vendors appeared to do unusually well. 


The BA that came home with me was a Meissner Signal Shifter EX, with 
manual and both power supply and phase modulator subchasses. It seems 
to be in pretty nice condition, considering its 52+ years, at least some 
of which were spent in Oklahoma. Of course it needs cleaning and some 


new capacitors, plus the usual De-Oxit treatment. Members who have 
worked on and used these rigs please send your advice on restoring the 
EX to service, probably on "QRP" CW, and any operating tips. I'd also 
be interested in any stories about using Signal Shifters you'd be 
willing to share with the list. 


Thanks and 73, 
Mike Steussy AE4R 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 3 Mar 2004 16:41:27 -0800 

Subject: Wilcox 99A/C transmitter 

Message-ID: <20040303.164129.-91115.0.K4LIJH@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: Charles T Preston <k4l1jh@juno.com> 


Looking for the 813 plate coil. 5 pin plug in ceramic. Wilcox part # 
41778A 3.25 to 4.5 Mhz. 
Thanks 73 Charlie K4LJH Hamilton, Va. 


The best thing to hit the Internet in years - Juno SpeedBand! 
Surf the Web up to FIVE TIMES FASTER! 
Only $14.95/ month - visit www.juno.com to sign up today! 


Date: Thu, 4 Mar 2004 11:13:53 -0500 (EST) 

Message-Id: <200403041613 .i24GDrYC478250@wine.ecunet.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: 6X5 THREAD 

From: JOHN.SEHRING@ecunet.org 


To: boatanchors@theporch.com 


Continuing the 6X5 thread... If you sub ss diodes for vacuum's, add a 
series resistor to get the B+ back to where it was with the original tube 
rectifier. I recall(?) that a tube rect has a non-linear resistance (& so, 
voltage drop) characteristic, so you probably won't be able to get 
xexactlyx the right R for all the possible current loads, but close enuf 
for gov't work, as we used to say in the service. 


I use a busted tube base, mount the R right on it along with the ss diodes. 


It's bad enuf with 125 VAC coming in from the mains, no radio needs even 
more stress! 


-John Sehring (Wed, Mar 3, 2004, 3:47 pm) Dell Rapids SD - UCC - WBOEQ 
"Live long and prosper." -John 10.10b (adapted) 


Message-ID: <0Q00601c40206$59d66a60$414e9844@de114100> 
From: "Ken Hickman" <n5cm@rtconline. com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: 6X5 THREAD 
Date: Thu, 4 Mar 2004 10:32:57 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi John & Gang, 


Don't overlook an easy way to lower the voltage somewhat by 

using the "now unused rectifier filament winding" on the power 
tranformer.... 

By connecting this winding in "series adding" with the transformer 
primary winding you lower the "turns ratio" which lowers the 
output voltage.... 

Connect the filament winding in series with the primary winding 
and check voltage output from power supply - if voltage is 

higher than it was originally, reverse the two filament leads 


and reconnect....This will lower the voltage output.... A 
seeming little known but easy way to cut down on the output 
voltage.... 

Good luck! 

Ken....N5CM.... 


sas Original Message ----- 

From: <JOHN.SEHRING@ecunet.org> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Thursday, March 04, 2004 10:13 AM 

Subject: 6X5 THREAD 


To: boatanchors@theporch.com 


series resistor to get the B+ back to where it was with the original tube 
rectifier. I recall(?) that a tube rect has a non-linear resistance (& 
so, 
> voltage drop) characteristic, so you probably won't be able to get 
> xexactlyx the right R for all the possible current loads, but close enuf 


> 
> 
> Continuing the 6X5 thread... If you sub ss diodes for vacuum's, adda 
> 
> 


> for gov't work, as we used to say in the service. 

> 

> I use a busted tube base, mount the R right on it along with the ss 
diodes. 


It's bad enuf with 125 VAC coming in from the mains, no radio needs even 


more stress! 


> 
> 

> 

> -John Sehring (Wed, Mar 3, 2004, 3:47 pm) Dell Rapids SD - UCC - WBOEQ 
> "Live long and prosper." -John 10.10b (adapted) 

> 

> 


End o£ BOATANCHORS Digest 3613 
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